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Installation and utilization instruction for Proxima LED line luminaire
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Mounting Capabilities
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Weight : 3Kg
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Dear customer; thank you for your faith, Proxima

has guaranty (replace & repair) if you are using in

suitable conditions that putting up in guaranty policy.
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You can see guaranty policy in www.golnoor.com
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-20 ~ +45°C Ambient temperature range
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@ Max. ambient humidity
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180~265V.AC Input voltage
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0.2A/1.12m@230V Input current
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Input voltage items according to conditions that explained on the luminaire
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Factory : Isfahan-oshtorjan industries township - street No 5
Tel : +98 31 37609412-20 Fax : +98 31 37609410
Customer service : +98 021-88672727
Email : info@golnoor.com
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- Order the luminaire in various shapes with different and
unlimited length. due to through wiring system
- Safe installation due to a perfect design for mounting brackets.
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Connect the profiles in £90° horizontal and vertical angles with

L-shape and V-shape steel bracket.
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Connect the profiles in 180° angle with linear steel bracket.

Number : WIO
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Recessed Mounting Steps
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How to open the diffuser
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Entering the power cable from the sealing part located
behind the body.
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Put the luminaire on the specific location & fasten the
screw clock wise for staying and tightening bracket on
the ceiling
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| The luminaires diffuser opening with tools like screw-driver
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Connect wires to the terminals
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Separate the mounting plate’s handler from the magnet part
and pull the plate downward to divided.
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To stay springs on the specific location, put the mounting
plate on the place and pushing upward. then stay handler
on the magnet part as shown in fig. A. finally located the
diffuser by pressing on the body.
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Caution : in luminaire installing process (specially in 2%, 6
process) don’t touch hand with LEDs.




	Page 1
	Page 2

